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QUESTION: 226
	
What optional AIX fileset must be installed to allow SFTP to be configured?
	

A. bos.net.ipsec.rte
B. bos.net.tcp.server
C. openssh.base.server
D. bos.net.ipsec.keymgt

Answer: A 

QUESTION: 227 
When attempting to connect to a remote system, a long delay is experienced before 
the login prompt is displayed. Which of the following is the most likely cause of this 
issue? 

A. The /etc/resolv.conf file on the remote system is missing.
B. The /etc/resolv.conf file on the remote system has an invalid entry.
C. The /etc/hosts file on the remote system does not have an entry for itself.
D. The /etc/hosts file on the remote system has an invalid hostname listed for itself.

Answer: B 

QUESTION: 228
	
What is the purpose of using the ssh-keygen -t dsa command?
	

A. Establishing credentials for a secure connection between systems.
B. Provide performance monitoring agents to monitor encrypted file systems.
C. Allow a user to switch to the root user without knowing the root password.
D. Securely transfer files between AIX instances without a password prompt using
ftp

Answer: A 

QUESTION: 229 
What is the name given to the default paging space partition created during AIX 
installation? 
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A. hd1
B. hd5
C. hd6
D. hd7

Answer: B 

QUESTION: 230
	
What is required to support VLANs in an AIX partition?
	

A. IEEE 802.1Q compatible adapter
B. Promiscuous mode disabled
C. IEEE 802.3ad compatible interface
D. QoS must be enabled

Answer: A 

QUESTION: 231
	
What is the purpose of using tape drive special files?
	

A. To specify an action during certain tape operations
B. To eject tapes at the end of a tape operation
C. To configure alternate pathing of tape devices
D. To enable the tape SCSI Device Driver for a device

Answer: A 

QUESTION: 232 
Users on a server are receiving errors stating that they cannot fork any additional 
processes. The administrator checks server paging space and finds that it is only 5% 
used. What is the next most likely cause of the forking issue and what action should 
be taken to resolve it? 

A. Corruption has occurred to the bos.rte.control fileset. Reinstall the fileset with the
-f option.
B. The number of fixed licenses has been reached. Use 'chlicense' to increase the
limit and reboot the system.
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C. System requires additional table space as well as paging space. Check the table
space and increase as required.
D. The system has the default maxuproc system attribute. This should be increased
to a value appropriate for the environment.

Answer: D 
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